
Resumo 
 
Apresentam-se medidas de controlo do escoamento superficial urbano. Estuda-se o 

comportamento hidrológico de uma bacia hidrográfica de forma elíptica com a 

alteração do seu revestimento superficial e crescimento das áreas urbanizadas. 

Demonstra-se como os caudais gerados pela impermeabilização do solo, e que 

excedem a capacidade das infraestruturas de drenagem existentes, podem ser 

armazenadas em bacias de retenção para resolver situações de cheia e, 

simultaneamente, minimizar os problemas de seca, reaproveitando a água retida 

para outros fins. Descrevem-se os tipos de bacias de retenção existentes e as suas 

funcionalidades e efectuam-se os cálculos de situações existentes, demonstrando os 

factos concluídos nesta tese. 
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Abstract 
 
Some control measures of urban runoff are presented. The behaviour of the 

hydrological basin, with elliptic form, is studied in face of ground alteration and 

increased urban areas. By this way, it is shown how the flow created by the 

waterproofing of the soil, that exceeds the existent drainage capacity, can be stored 

in retention basin, solving flood situations. At the same time it can be taken 

advantage of the retained water for other purposes, especially during dry seasons. 

The types of retention basin and their potentialities are described here. And the 

existent situations are calculated demonstrating the conclusions obtained in this 

thesis.  
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